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 3, PO2 measurements must be calibrated using the calibration water provided with the instrument. In the REV L .3 version, this
function is built into the software. When calibrating PO2, the software displays the three samples of calibration water and a

summary of calibration factors is provided. PO2 is measured in Volts. Calibrated pressure must be within the following range:
0.1 V to 2.5 V. Only results with calibrated pressure within this range should be reported. NOTE: Calibrated pressure can be
obtained by entering 3 on the test bar. Calibrated pressure is indicated by 3 on the test bar. The software can automatically

report calibrated pressure, as well as provide the following information: average PO2, standard deviation of PO2 and number of
results. Statistical factors used for this calculation are provided by the software. NOTE: Reported PO2 is calculated using the
first result obtained within this Range. Calibrated pressure, if not automatically reported, must be reported. 4. "Circulating":
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Displays an alert message, if the pressure sensor is not working. NOTE: When performing experiments that will last more than a
few hours, ensure the pressure sensor is working. See the instructions in the user manual for testing the pressure sensor.

Circulating provides an alert if the pressure sensor is not working. The alert is displayed until the calibration is performed.
NOTE: Does not apply to Flex® 2000. 5. "Results": Displays the three samples of calibration water used for calibration and a

summary of calibration factors. See Calibration of PO2 for instructions. NOTE: Displays the results for all calibration samples.
6. "X3 Status": Displays an alert message, if there is no reading of PO2 from the test bar. NOTE: The oxygen concentration

sensors are not designed to measure PO2 in liquid samples, therefore when calibrating PO2, a test bar must be inserted into the
instrument. X3 Status does not apply to Flex® 2000. 7. "Acquisition": An alert message is displayed if the test sample is not
inserted into the flowcell within 2 min after the test tube or flowcell is inserted into the photometer. NOTE: Alerts are only
displayed if the test sample is not injected into the flowcell within 2 min after the test tube or flowcell is inserted into the

photometer. Alerts are also not displayed if the automatic sequence is selected. 8. 82157476af
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